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REVISION

NO.

LEGEND

EXISTING STORM MANHOLE
EXISTING STORM CURB INLET
EXISTING STORM SEWERS

PROPOSED CATCH BASIN
PROPOSED STORM YARD INLET

o

PROPOSED STORM SEWERS

525 EXISTING MAJOR CONTOUR
524 EXISTING MINOR CONTOUR
525 PROPOSED MAJOR CONTOUR
524 PROPOSED MINOR CONTOUR

DRAINAGE FLOW DIRECTION

X 28216% e PROPOSED SPOT ELEVATION
606.19 ME SPOT ELEVATION MATCH EXISTING

PROPOSED RIPRAP UNDERLAIN
WITH FILTER FABRIC

FLOODPLAIN NOTE:

PORTIONS OF THE SITE ARE
LOCATED IN THE AE FLOODWAY, AE
FLOODPLAIN FRINGE AND ZONE X
AS SHOWN ON THIS SHEET AND
ON FIRM PANEL 18043CO131E,

DATED 12/04/2012.

AE FLOODWAY CONTINUES
BEYOND PROPERTY LINE

COPYRIGHT 2021 JACOBI, TOOMBS AND LANZ, INC., ALL RIGHTS RESERVED

y GENERAL NOTES:
A 3. THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48
HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES.
IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO RELOCATE ALL EXISTING
5 UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE
4 PLANS.
4. ALL NECESSARY PERMITS AND APPROVALS FROM AGENCIES GOVERNING THIS WORK
SHALL BE SECURED BY THE CONTRACTOR PRIOR TO BEGINNING CONSTRUCTION.
5. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL PROPERTY CORNERS
AND REPLACEMENT OF ALL MONUMENTS ELIMINATED OR DAMAGED DURING
CONSTRUCTION AT THE CONTRACTOR’S EXPENSE. BENCHMARKS SHALL BE REPLACED
BY A LICENSED INDIANA LAND SURVEYOR.
6. CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING BENCHMARKS AND

s RELOCATING BENCHMARKS IF NECESSARY. BENCHMARKS SHALL BE RELOCATED TO
ORIGINAL ELEVATION. BENCHMARKS SHALL BE REPLACED/RELOCATED BY A
LICENSED INDIANA LAND SURVEYOR.

7. THE CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL UNDERGROUND
UTILITIES.

THE CONTRACTOR IS RESPONSIBLE FOR REPAIRS TO ANY EXISTING CONDITIONS
DAMAGED DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE,
UTILITIES, PAVEMENT, STRIPING, CURBS, ETC. REPAIRS SHALL BE EQUAL TO OR
BETTER THAN EXISTING CONDITIONS.

9. ALL NECESSARY INSPECTIONS AND/OR CERTIFICATIONS REQUIRED BY CODES AND/OR
UTILITY SERVICE COMPANIES AND REMOVAL OF ALL EROSION CONTROL BEST
MANAGEMENT PRACTICES SHALL BE PERFORMED PRIOR TO FINAL TEMINATION OF
CONSTRUCTION.
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